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Figure B-14
DRO, GRO, and BTEX Concentrations in Soil

Yakutat Hanger, UST T-2039-A

Delivery Order 0037
Adak Island, AK

DECISION DOCUMENT
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NOTE: These criteria are specified for petroleum release sites at 
Adak in the Record of Decision for Operable Unit A and are used to 
determine the potential area of concern for petroleum hydrocarbons 
in soil.  Actual site-specific soil cleanup levels are established 
following Alaska DEC Method 4 criteria.

Exceeds Most Stringent Criteria

NOTE:
The sampling locations presented in 
gray tone are associated with 
investigations at the adjacent site, 
Yakutat Hanger, UST T-2039-B and -C.
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Figure B-15
DRO, GRO, and BTEX Concentrations in Groundwater

Yakutat Hanger, UST T-2039-A

Delivery Order 0037
Adak Island, AK

DECISION DOCUMENT
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NOTE: These criteria are for 
groundwater not used as a drinking 
water source, which are 10 times 
the criteria for groundwater used as 
a drinking water source (18 AAC 
75).  No concentrations in 
groundwater exceeded these 
criteria.
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NOTE:
The sampling locations presented in 
gray tone are associated with 
investigations at the adjacent site, 
Yakutat Hanger, UST T-2039-B and -C.
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